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Images Item No Specification
Unit 

Price(USD
)

Load Amps Remarks

MS-1DA4810 6.2 (10A Load)

MS-1DA4825 6.9  (25A Load)

MS-1DA4840 9.6 (40A Load)

MS-1DA4860 15.0  (60A Load)

MS-1DA4880 16.5  (80A Load)

MS-1DA48100 19.3  (100A Load)

MS-1DA48120 21.0 (120A Load)

MS-1AA4810 6.6 (10A Load)

MS-1AA4825 7.4  (25A Load)

MS-1AA4840 10.1 (40A Load)

MS-1AA4860 15.7  (60A Load)

MS-1AA4880 18.7  (80A Load)

MS-1AA48100 19.8  (100A Load)

MS-1AA48120 21.7 (120A Load)

MS-DD6010 8.5 (10A Load)

MS-DD6025 10.7  (25A Load)

MS-DD6040 13.0 (40A Load)

MS-DD6060 17.3  (60A Load)

MS-DD6080 21.0  (80A Load)

MS-DD60100 27.5  (100A Load)

MS-DD60120 34.4 (120A Load)

CÔNG TY TNHH MTV THIẾT BỊ KỸ THUẬT VIỆT

BẢNG GIÁ SOLID STATE RELAY  - MAXWELL

Single Phase Solid State Relay(AC to AC)

Solid State Relay(DC to DC 60V Load) 
Solid State Relay(DC to DC 110V Load)  60V and 110V load is the same price

The price was 
quoted based on 
different load 
amps

Single Phase SSR
DC Control, AC 
Load
Load voltage 
maximum 480VAC
Control Voltage: 3-
32VDC

Single Phase Solid State Relay(DC to AC)

The price was 
quoted based on 
different load 
amps

Single Phase SSR
AC Control, AC 
Load
Load voltage 
maximum 480VAC
Control Voltage: 
70~280VAC

Three Phase Solid State Relay(DC to AC)

The price was 
quoted based on 
different load 
amps

Solid state Relay
DC control DC 
load
Load voltage 
maximum 60VDC 
or 110VDC
Control Voltage: 3-
32 VDC
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BẢNG GIÁ SOLID STATE RELAY  - MAXWELL
MS-3DA3810 23.1 (10A Load)

MS-3DA3825 24.8  (25A Load)

MS-3DA3840 34.1 (40A Load)

MS-3DA3860 50.9  (60A Load)

MS-3DA3880 61.0  (80A Load)

MS-3DA38100 76.0  (100A Load)

MS-3DA38120 81.7 (120A Load)

MS-3DA38150 104.0 (150A Load)

MS-3DA38200 110.0 (200A Load)

MS-3AA3810 23.7 (10A Load)
MS-3AA3825 25.3  (25A Load)
MS-3AA3840 43.7 (40A Load)
MS-3AA3860 50.9  (60A Load)
MS-3AA3880 61.6  (80A Load)

MS-3AA38100 76.5  (100A Load)
MS-3AA38120 82.5 (120A Load)
MS-3AA38150 104.5 (150A Load)
MS-3AA38200 110.6 (200A Load)

MS-1VR3810 6.3 (10A Load)

MS-1VR3825 6.9  (25A Load)

MS-1VR3840 9.6 (40A Load)

MS-1VR3860 15.0  (60A Load)

MS-1VR3880 18.2  (80A Load)
MS-1VR38100 19.3  (100A Load)
MS-1VR38120 21.0 (120A Load)

MS-1VD2210B 13.2 (10A Load)

Single Phase Power regulator(0-10VDC Control)

The price was 
quoted based on 
different load 
amps

Three Phase SSR
DC Control and 
AC Load
Load voltage 
maximum 380VAC
Control Voltage: 3-
32VDC

Three Phase Solid State Relay(AC to AC)

The price was 
quoted based on 
different load 
amps

Single Phase Power Regulator( Potentimeter Control)

Three Phase SSR
AC Control and 
AC Load
Load voltage 
maximum 380VAC
Control Voltage: 
90~280VAC

Single Phase 
Power regulator
Input 0-470K ohm 
or 0-560K ohm
Load voltage 
maximum 380VAC

The price was 
quoted based on 
different load 
amps
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MS-1VD2225B 16.2  (25A Load)

MS-1VD2240B 23.4 (40A Load)

MS-1VD2260B 29.4  (60A Load)

MS-1VD2280B 33.0  (80A Load)

MS-1VD22100B 35.8  (100A Load)

MS-1VD22120B 39.0 (120A Load)

MS-1VD2210C 13.2 (10A Load)

MS-1VD2225C 16.2  (25A Load)

MS-1VD2240C 23.4 (40A Load)

MS-1VD2260C 29.4  (60A Load)

MS-1VD2280C 33.0  (80A Load)

MS-1VD22100C 35.8  (100A Load)

MS-1VD22120C 39.0 (120A Load)

CÔNG TY TNHH MTV THIẾT BỊ KỸ THUẬT VIỆT
Kinh doanh : 
           Màn hình cảm ứng HMI : Pro-face, Easyview, Fuji, Shihlin.
           Bộ điều khiển lập trình PLC: Mitsubishi, Shihlin, Siemens.
           Inverter : Sanch, Shihlin, LS600, LS720.
           Autonics: Bộ điều khiển nhiệt độ, bộ đặt thời gian, bộ đếm, đồng hồ đo đa năng, encoder, sensor
           Maxwell: Bộ điều khiển nhiệt độ, SSR, encoder, sensor, can nhiệt.

Single Phase Power regulator(4-20mA Control)

Single Phase 
Power Regulator
Input: 4-20mA
Load: 24~280VAC

The price was 
quoted based on 
different load 
amps

Single Phase 
Power Regulator
Input: 0-10VDC
Load: 24~280VAC

The price was 
quoted based on 
different load 
amps
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